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*1 : Tolerance ±20%=P, Tolerance ±30%=Q
*2 Comforms to ITU-T K.20,K.21 Enhanced test

Electrical Specifications

300 times Positive/Negative

R5K SERIES SURGE PROTECTIVE DEVICES

Features

Applications

solder

4±0.3

Dimensions

Unit: mm
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R5K SERIES SURGE PROTECTIVE DEVICES

Packing form

Model numbering system

5R K 32 1 4 5 U
Series Name

Dc Breakdown
Voltage

Tolerance

Size
45 4.0(L)×5.0(W)

U TapingP
Q

±20%
±30%

Reel Dimensions (2,000pcs per one reel)

Dimensions (mm)

Unit: mm

A
B
C
D
E
W
t
r

2.0±0.5

231 =230V Land pattern

Recommended Land Pattern (Typical value)

Unit: mm

Dimensions (mm)

Reflow Soldering
a

2.5 5.5
b

5.4
c

Taping Dimensions

Unit: mm

5.6±0.3
4.6±0.3

5.5±0.2

2.0±0.2
4.0±0.2

0.35±0.2
5.35±0.2
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(mm)
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Recommended thickness of copper foil is 
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*1 : Tolerance ±20%=P, Tolerance ±30%=Q
*2 Comforms to ITU-T K.20,K.21 Enhanced test

Electrical Specifications

R5K3 SERIES SURGE PROTECTIVE DEVICES

Features

Applications

solder

NEW

Dimensions

6.6±0.3

Impulse Absorption Characteristics

DC 

s, 

*2

1.0
230

600

1,000
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5.6±0.3
7.3±0.3

16.0±0.4
7.5±0.2

1.75±0.2
8.0±0.2
2.0±0.2
4.0±0.2

0.40±0.2
5.35±0.2

A
B
W
F
E
P1

P2

P0

D0

D1

t1
t2

Taping Dimensions

R5K3 SERIES SURGE PROTECTIVE DEVICES

5R K 3 32 1 6 5 U

65

UP
Q

±20%
±30%

Reel Dimensions (2,000pcs per one reel)

A
B
C
D
E
W
t

2±1
17.5±2.0
2.0±0.5
1.0±0.2

231 23X101=230V
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a
1.8 1.8 5.3

c
8.1 5.4

1.4 1.45 2.4 1.45 1.4

5.
4

Recommended Land Pattern (Typical value)
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