
140

UL
CSA
TÜV

SEMKO

:UL1449 3rd.
:C22.2 No.60065
:EN60065
:EN60950-1
:IEC61643-1
:EN61643-11

E322107
105073

J50114145

SE-66249A1
1312809

Safety Standard File No.

Features

Applications

RA-MX-V7-Y/ Y(5) SERIES SURGE PROTECTIVE DEVICES

Electrical Specifications

Impulse Absorption Characteristics

V-t Characteristics
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Description

Height from PCB top
Lamp pitch
Hole pitch

Lead pitch
Declining

Paper width
Hole position

Lead clinch height
Product height*
Hole diameter

Paper thickness

Dimension (mm)
Symbol

High
Lamp Diameter
Lead Diameter

Leads clearance

RA

13.0 max.

4.0 min.
18.0 max.

RA-MXRA-MX-V7-Y
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RA-MX-V7-Y/ Y(5) SERIES SURGE PROTECTIVE DEVICES

RA-MX-V7-Y

Taping Dimensions

Unit: mm
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Packing Quantity per Carton

Forming Dimensions

RA-MX-V7-Y

13 Max.

glicoat processed

Unit: mm

glicoat processed13 max.
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 Packing Description of Marking

Marking of
 Japan Production

The Substitute Factory Marking of 
Chinese Production

The Main Factory 

     ………………The year manufactured eg.)
     ………………The month manufactured (see below)

     …………DC Breakdown Voltage
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