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3,500
RA-402MX-V7-Y(SJQ)
RA-452MX-V7-Y(SJQ)

Safety Standard File No.

5,
00

0V
/d

iv

UL
CSA
TÜV

SEMKO

JQA

:UL1449
:C22.2 No.60065
:EN60065-11
:EN60950
:IEC61643-1
:EN61643-11
:J60065(H20)

E322107
CA105073

J50114145

SE-66249
1115778
JQ10641-1

4,000(3,200~4,800)*6

4,500(3,600~5,400)*6

UL
1449 TÜVCSA SEMKO JQA

*1
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*3
*4
*3
*4

*5

*5 1.0

Electrical Specifications

DC Breakdown
Voltage (V)

Capacitance
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Capacity VoltageModel Number

Safety Standard
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Features

Applications

RA-MX-V7-Y(SJQ) SERIES SURGE PROTECTIVE DEVICES

Impulse Absorption Characteristics
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RA-MX-V7-Y(SJQ)
Description DimensionSymbol

RA

13.0 max.

4.0 min.
18.0 max.
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Packing Quantity per Carton

 Packing Description of Marking

RA-MX-V7-Y(SJQ) SERIES SURGE PROTECTIVE DEVICES

Unit: mm

Taping Dimensions

Forming Dimensions
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Code

Unit: mm
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