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RA-800P/M-C6
RA-151P/M-C6
RA-201P/M-C6
RA-231P/M-C6
RA-311P/M-C6
RA-351P/M-C6
RA-391P/M-C6
RA-501P/M-C6
RA-601P/M-C6
RA-102P/M-C6
RA-152P/M-C6
RA-272M-C6
RA-302M-C6
RA-302M-C6(AC)

Electrical Specifications
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Features

Applications

1312808

-

1MHz

V-t Characteristics

 Impulse Absorption Characteristics

1 100 1 1010

RA-601M-C6

RA-391M-C6

RA-800M-C6

RA-311M-C6
RA-231M-C6
RA-201M-C6

Dimensions
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RA-C6 SERIES
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SURGE PROTECTIVE DEVICES
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O4A
102

eg)  In case of japan production
Model: RA-102M-C6
DC Breakdown voltage: 1,000V
Tolerance: ±20% O
Calendar: 2014 4
Manufactured month: January A

6.
1 

m
ax

.

7 
m

ax
.

15 max. 23 min.

3±1

5

*1.5~2.5 min.
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Taping Dimensions (RA-XXXP/M-C6-Y)

Unit: mm

Forming Dimensions (RA-XXXP/M-C6-F)

Description of marking

+0.6
-0.2

* Accumulative pitch error: 4 pitches 50.8±0.6mm, 
20 pitches 254±1.5mm

Description

Height from PCB top
Lamp pitch
Hole pitch

Lead pitch
Declining

Paper width
Hole position

Lead clinch height
Product height
Hole diameter

Paper thickness

Dimension (mm)Symbol
Height

Lamp Diameter
Lead Diameter

RA
15.0 max.

17.0 max.
12.7±1.0
12.7±0.3*
3.85±0.7
6.35±1.3

5.0   
±2.0

18.0±0.5
9.0±0.5
16.0±0.5

(33.5)

0.7±0.2
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Hole position

Month
Symbol

1
A

2
B

3
D

4
E

5
F

6
G

7
H

8
J

9
K

10
L

11
M

12
N

×10
T        : China production

                 None  : Japan production
  ±20% (Symbol O)*1

eg.)  2013 3

*¹  Tolerance of 311 ±15% (Symbol M)

RA-C6 SERIES SURGE PROTECTIVE DEVICES

RA-C6-Y:  2,000 pcs

Packing Quantity per Carton


