
InGaAs PIN PD-TIA KPDX4G

Features

• Low noise and high speed transimpedance amplifier 

built-in to meet OC-96

• Low operating voltage  3.3V• Low operating voltage  3.3V

• High reliability

• 5 pin package available for a PD current monitor

• Pigtail type available as an option

Applications

• Metro-access

• Optical Ethernet, Optical LAN• Optical Ethernet, Optical LAN

• 1x/2x/4x Fibre Channel receivers CAN package

Absolute Maximum Ratings

Parameter Symbol Value Unit Note

Supply voltage VCC -0.4 to 5.4 V

Maximum optical power input Pimax 2.5 mW

Operating temperature Topr -40 to +85 oC

Electrical and Optical Characteristics (Ta=25oC unless otherwise noted)

Operating temperature Topr -40 to +85 oC

Storage temperature Tstg -40 to +85 oC

Parameter Symbol Min. Typ. Max. Unit Test ConditionParameter Symbol Min. Typ. Max. Unit Test Condition

Operating voltage Vop 3.0 3.3 3.6 V

Supply current ICC - 24 - mA

Bit rate BR - - 4.25 Gbps

Bandwidth @-3dB BW 2.9 3.5 - GHz
RL=50Ω, Pi=-10dBm

Small signal modulation

Optical sensitivity Pmin - -22 - dBm Differential, BER=10-12

Output impedance Z - 50 - Ω Single endedOutput impedance ZO - 50 - Ω Single ended

Differential output voltage VO 85 130 190 mVpp Single ended, RL=50Ω
Photo-electric 

conversion efficiency
ηPE - 3.3 - kV/W Single ended, RL=50Ω
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Eye DiagramEye Diagram

Hor. 50ps/div, Ver. 2.5mV/div, Pi=-20dBm
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� Specifications , characteristics, data, materials, structures specified in this datasheet are subject to change without 

notice. Please refer to the latest specification before use of  the products.

� Products listed in this datasheet comply with the RoHS Directive (EU2002/95/EC).
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